    Trailer

Operation Instructions
FOREWORD

The T agriculture trailer, it can lifting more than 2 ton by the hydraulic pressure dumping mechanism, and the angle is bigger than 45 º ,  The trailer wall is made of the high quality steel plate，it prevent the trailer wall is out of shape effectively when loading is heavy. At the time, it is lengthened the life span. The loading surface of this trailer is low, the structure is reasonable, and the running is steady, the appearance is artistic, the working environment is widespread, and the unloading efficiency is high. In recent years, it was sold in worldwide markets such as Europe, Africa, Middle South America, and received the high praise from the local user. In domestic, it mainly sold to places such as HENAN, HEBEI, SHANDONG, HEILLONGJIANG, and so on. This product was check by the State Bureau of Technical, each target conforms to the national standards completely.

In order to the user master the adjust and maintenance correctly, please read this instruction for use carefully, and carry out each stipulation in this instruction booklet, you can lengthen trailer’s service life, and obtain a better economic efficiency.

First chapter   Safe matters needing attention
1. The loaded weight does not surpass the allowance of loading.

2. The cargo distributes evenly in the carriage planted agent, in order to avoid creates the trailer imbalance to cause to overturn a vehicle and other traffic accident occurrence.

3. The trailer loading cargo forbids strictly surpassing the loose frame altitude and the carriage extreme breadth.

4. And climbs or descends or the turning travel when the rugged path, must decelerate, does not allow in the big side pitch to go.

5. Does not permit the trailer in the pending deep place travel, in order to avoid the sewage enters the brake, affects the brake effect and the damage components.

Second chapter   main technical parameter

	Model 
	

	Loading capacity (kg)
	2000

	Self weight(kg)
	420

	Loading space:

L*W*H (mm)
	2500×1500×400

	Specification of tyres
	700-16//2

	Brake pattern
	  hand brake

	Tipping pattern
	Back tipping

	Matched power 
	10-60 HP wheeled tractor


Third chapter   uses and maintains

The correct reasonable use, the good maintenance, is guaranteed the trailer highly effective security the normal work, lengthens its service life to have the condition, each pilots all should take this work highly, strictly observes the use and the maintenance procedure which this chapter stipulated.

1. Dispatches a vehicle the front inspection:

①The unit tows hangs meets whether reliable .

②Whether the latter theater box door bolt does lock the jail, whether the latter doorpost does fall the U place gate, whether the door clamp does fall in the concave nest.

③Applies the brake whether reliably.

④The tire pressure is whether normal, also two embryo barometric pressures is whether consistent.

⑤The high-pressured dump oil duct is whether unimpeded, whether there is oil leak phenomenon, dump is whether nimble.

2. After receives the vehicle the inspection:

①Brake drum and shafting spot whether has the superheat phenomenon.

②Bolt fasteners and so on do spring card, hauling card, tire, whether there is become less crowded with the damage phenomenon.

③Whether the wheel does have rocks and swings the phenomenon.

④The frame, the theater box frame, whether there is does the towing bracket each welding spot crack the phenomenon.

3. the trailer loading should tally fixed limits the quantity does not want the overload. The cargo distributes evenly in the compartment planted agent, the loading size should conform to the local traffic department's stipulation.

4. the trailer does not have to compare the deep place travel in the ponding, in order to avoid the sewage enters the brake, affects the brake safety performance.

5. the trailer moves the attachment point respectively, should frequently the replenishment lubricating oil.

6. Trailer when shipping brick bat, stone, iron stock and so on hard heavy cargo, should fall puts lightly steady, cannot attack violently, in order to avoid damage compartment board.

7. trailer after loading chemical fertilizer, agricultural chemicals and so on corrosive big cargos, should promptly carry on the clean to the compartment, guards against the corrosion.

8. After the trailer moves for 400 hours should dismantle the wheel.

①The inspection brake shoe attrition situation, inspects the position spring is whether normal, like the attrition is big when and also affects the brake effect, should adjust or the replacement.

②Cleans the bearing, the wheel hub, the seal packing collar isometry system components, the replacement lubricant (lithium base lubricant).

③Adjustment bearing assembly gap.

Fourth chapter   Connection part connection form and matters needing attention

1. Electric circuit connection: The trailer provides the electric circuit is the 12V direct-current power supply, with the trailer connection is the seven orifices plug, with the host vehicle seven cores various colors indication is:

A.
Black - grounding wire

 B.
White - spare line

 C.
Green - good headlight, license plate

 D.
Red - brake lamp

 E.
Yellow - reversing light

 F.
Blue color - counterclockwise to

 G.
The gray - right-turn approaches

2. Oil duct connection: The hydraulic pressure drill tubing and the host vehicle connector lug is M22X1.5, on the vehicle the installment has meets the self-closing valve quickly, when the host vehicle and the trailer separate quickly will meet the self-closing valve to draw out can prevent the hydraulic fluid the class will leak.

Fifth chapter Common breakdown and elimination method

	Breakdown phenomenon
	Breakdown reason
	Elimination method

	The brake does not work
	1.The brake line leaks air

2. Between the brake shoe and the brake drum has the greasy dirt phenomenon.

3.Between the brake shoe, the drum the gap oversized

4. The unit through the deep canal, the shoe friction factor drops.

5. The brake shoe attrition is serious, even the rivet reveals, causes the drag friction moment of force to drop.
	1.Whether the inspection pipeline bridge piece does screw tight

 2. The fact-finding originates eliminates the greasy dirt.

3. Adjusts the eccentric shaft or the brake adjustment arm.

4. Applies the brake, to rub continuously does the shoe, restores the brake as soon as possible.

5. Replacement brake shoe.

	The brake runs
	1. About between the wheel brake shoe, the drum, applies the brake the gap not to be dissimilar.

2. The unilateral brake shoe, between the drum has the greasy dirt, the water or the attrition is serious.

3. The unilateral brake drum loses the garden or is rubbed the trough.

4. Two side brake shoe model is different; degree of hardness and the density are dissimilar.

5.About the tire pressure is inconsistent
	1. The control gap, achieved as far as possible is same.

2. The fact-finding originates eliminates the greasy dirt.

3. Replaces the brake drum.

4. When two side brake shoe replacement, uses the same model, with a raid of shoe elected.

5. When gasification two tire pressures are as far as possible consistent.

	Wheel spot in movement superheat
	1. Under unit when long slope applies the brake continuously. 

2. The bearing gap excessively is small.

3. Between the brake shoe, the drum the gap excessively is small has the automatic brake.

4. After a minute pump push rod stretches out the deactivation or the brake returns to the position spring damage.
	1. The parking cooling brake drum, reduces the unit speed, avoids using the emergency brake.

2. Adjustment bearing gap.

3. Adjustment brake adjustment arm to best position.

4. The repair, trades


