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1.3 Instructions for loading

Ban overload

The load should not exceed the maximum capacity of the goods.

Correct loading of cargo

To prevent the vehicle from tilting due to uneven load, place the goods evenly and secure them
with ropes. In addition, attention must be paid to the loading height to ensure the line of sight.

Pay attention to the weight limit

When crossing a wooden bridge, please make sure that the total weight of the vehicle and its load plus
the weight of the driver does not exceed the wooden bridge weight limit. Pass carefully within the

prescribed speed.

Note the loading weight of the inclined ground
On the road with a slope of 15~20°, the load should be controlled below 150Kg. Please

drive empty on the road with a gradient of 20-25°. Do not drive on the road with a
gradient of over 25°. Do not change gears in excess of allowable loads and ramps.

It is forbidden to turn over the bucket on an inclined ground

Do not turn over the bucket on the inclined ground, which may cause the
vehicle to turn over. If necessary, the car body must be leveled.

1.4 Notice when parking

No parking in dangerous places

Choose hard pavement for parking, do not park in dangerous places.

The wheels must be fixed when tilting to stop
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Driving and operation

3.1 Preparation before driving

3.1.1 Spot check before operation

Pre-operation spot check must be carried out before driving.

Please refer to "Periodic Inspection Table" for instructions of spot inspection.

3.1.2 Spot inspection and replenishment of fuel

@ warning

Keep away from fireworks when refueling

When refueling, be sure to do so while the engine is stopped

When refueling, please be careful not to exceed the bottom of the filter, and be careful not to leak oil out of the
refueling port.

Ifthere is leakage, please clean it
immediately.

—_—
1. Open the cover of the oil tank and check the oil content. If
not, please refuel
2. Open the lid of the fuel tank and refuel

3. Close the oil tank cover.
Advice:
Fuel: unleaded gasoline for automobiles
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3.2 Startup Method

! warning
The engine must be started in a well-ventilated place. Avoid causing
exhaust poisoning accidents.
Make sure the surroundings are safe when starting the engine

When starting the engine, you must make sure that the gearis set to neutral. Avoid the
car body flying out when starting, resulting in driver or third party injury.

Pay attention to

In winter or dry and cold environment, please warm up before driving.
| Driving without adequate heating will shorten the life of the engine.

. - - e e

1. Confirm whether the shift lever is in neutral position
2. Set the fuel switch to [on] position

3. Adjust the damper handle to the [closed] position Advice:

The first one week (about 40-50
hours) after the purchase of the

4:Move thethrotte switch sighty towards the igh speed] position o duct is the trial run period. Try
5. Set the main switch to [(ON)] to avoid overdriving.

6. Pull the cable to start the engine

7. After starting the engine, push the throttle handie back to the original
position

8. Warm up the engine without load for 1-2 minutes

Suggestion: Do not perform this operation when the engine is heated.
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3.3 Driving Method

1. Ensure the safety of the vehicle.

2. Ensure thatthe throttle switch is in the low speed

eion Advice:

3. Move the gear lever to the forward or backward position. Whenithe geatlevstic dificult fmeys
4. Move the throttle switch to the "high speed" pasition to, can in place, the throttle switch is moved
carry| back to zero, again

High engine output speed. Move to gear lever.

3.4 Variable Speed Method

1. Ensure that the vehicle is stopped. Do not change gears in excess of allowable loads and ramps.
2. Determine whether the shift lever is adjusted in the ideal position.

3.5 Stopping method

1. The throttle switch moves down to [low speed], and the vehicle slows down until it stops.
2. Pull the parking brake handle.

3. Move the shift lever to the neutral (N) position.

4. Set the main switch to [OFF] to stop the engine.
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Maintenance and repair

4.1

[Regular Spot Inspection Table]

walking

Device 1

structure
|
Aand

The
label

,——e—amﬂé—the-gearbw—and—

Maintenance cycle

year industry 1

project Check the content
tire Whether there are obvious defects
-

Whether thereis gear out of gear, abnormal sound;

S abnormal heat when walking

transiission

Whether there is oil leakage

whether the V-belt is worn

Vbelt
| Whether the belt length is within the reference value

— e
Check whether there is abnormal sound when idling at low speed

runhingeliteh oo N
When connecting the clutch, whether there

be carried out smoothly is in normal state

The brake
Whetherthe braking can be kept to a stop at

————a25-degreeineline-whether theconnecting—

ot rod has deformation damage

e

Whether the connection part s loose,

I rwhetherthere-are-defectsin-thecotter

pin crack, deformation
Frame and body

Check whether installation bolts and nuts are
loose or fall off

Whether the container turns over flexibly and

smoothly

I there anything wrong with the lock of

Packing the container
S Whether there are cracks,
deformation
Checkwhether the butterfly bolt and nut
| arelooseorfalloff
The " Pay attention towhether there is dirtand —
label damage on indicator labels a a
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Oil replacement List

Oil change list of transfer vehicle

o Morephase | Recominended il
s system | productnumber
20 small
Engine oil rent SAEL08 20 081,
And after: every 100 hours
50 hours.
for—— Wt 0.25L
After that, every 200 hours
— S—
312, 50 hours
Engine oil — i
And post-harvest: 4,200 hours

11 machine landing time did not see the use, three months (90 days) for oil holding:

Please take ashovname i ofl 50 as ot to cuse ear pollution.

4.2 Walking Device

After the engine stops for a period of time, when all parts of the engine are in a high
temperature state, in order to avoid scalding, please wait for cooling before maintenance.
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5 Technical Parameters

The name of the model Pomfertransfer Power transfer
vehicle vehicle
7BL-350 7BL-450
The body !
weight Kg 115 115
: =i =
load Kg 350 450
Machine 1 high t :
mm 1740 * 720 * 865
Bl e | - 1770 * 760 * 930
. . 3 \1
width x | tire 16x5.0-8, low speed load non-skid tyre
| modlel scale [
s — ) i
Inch wide | round mm 615 760
Tz
‘ Length x width x height 1 mm 980 * 675 * 300 1080 * 685 * 340
Goods | volume L 130 "170
- ]
box Skip way [ \ manual manual |
Bucket The degree of 90 90
onsisiens | \ 170 f gasoline engine
Rated power hair | ) KW/rpm 3.6/3600 3.6/3600
engine ¢ '
displacement i S 108
dynamic machine | Unleaded gasoline
| startup mode L for recoil hand -
using fuel tank _pulled motor —
volume vehicles | 36 36
Oil capacity l_] 0.6 48
line | walking forward Km/h b5 55
g0 Km/h 42 4.2 _J
Speed llminimum radius i 115 1.15
of gyration can | | reverse - o
sexual gradeability J I P 25

brake

wheel drum brake

s e e MR

Drive axle double
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— Safety Precautions

Tips for safe driving and operation

The general safety matters that must be observed during driving and operation are recorded
here. Driving operations must be in accordance with the regulations of the safety matters,
always remember to drive safely, safe operation.

1.1 Before driving

Wear safety clothing and protective equipment correctly

Please do not wear vests, shorts, slippers and other light clothing when working.

Spot check before operation

Before driving, please do the necessary point inspection work, find abnormal, timely repair.

It is strictly prohibited to fireworks

Keep away from fireworks when touching fuel.

In addition, refueling must be confirmed after the engine shut down.

Travelling on

This product is not allowed to ride, nor to drive.
No drunk driving
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Do not drink alcohol and work when you are not well. In addition, prohibit
not suitable for driving, operation personnel operation.

1.2 Driving instructions

Do not start driving in a poorly ventilated area

When starting and driving the engine, it must be carried out in ventilation places to prevent exhaust poisoning.

Pay attention to sloping road surface and slow down downhill

When on the inclined road surface, driving at low speed, avoid causing the vehicle to skid, rollover and other
accidents.

Observe safe speed

Please make sure the surrounding area is safe when moving. Pay attention to road conditions to drive safely.
Emergency start, acceleration, turn and stop are prohibited

Itis forbidden to start, accelerate, turn and stop in a hurry, which may
easily cause driver injury or vehicle skid, rollover and other accidents.

It is forbidden to cross or turn on inclined road surface

Please do not cross the inclined road surface to avoid skidding or tipping. In
addition, itis forbidden to turn on the inclined road surface to avoid causing

vehicle reversal, slipping and tipping.

Please follow the guide's instructions when driving in danger.

Please follow the guide's instructions and make safety checks before driving
on roads with blurred or narrow lines of sight, inclines or undulations.
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Do not stop on an incline. If necessary, fasten the wheels.
1.5 Notice during maintenance

The engine must be shut down during maintenance and maintenance
The engine must be shut down for maintenance.

Note that burns

After the engine just flameout, all parts and oil are in a high temperature state,
easy to be scalded. Please wait for the vehicle to cool down before maintenance.

It is strictly prohibited to fireworks

When maintaining the engine, do not approach fireworks.
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Name and function of each part

1gasoline engine fuel tank
cover.

2 Main switch... ss=sse
3 Throttle switch #+++
Parking brake -
5 gearshift  +eeees

6 Cargo compartment fixed
fastener

rerrrressssnnseennennnseeeesss o FOr use when refueling fuel

........... vevevenennnne - Used to control engine power on and off

............... ceesneenenes L |tis used for parking when controlling

engine speed and vehicle speed

............... veesesnsssns  Usedwhen changing vehicle forward or backward.

... ~When fixing the carriage and turning over
the bucket, open the fastener and lift the
carriage
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