 N-100 Packaging Machine Installation and Operating Instructions
Catalog
1.Machine display
2.Machine Installation
3.Machine use
4.Machine Maintenance
5.Common Troubles
6.Contact us
✱Special Note
Thank you for purchasing Powder Packaging Machine. The packaging machine is easy to operate, efficient and economical for your business. This manual contains valuable information on how the machine can be operated and maintained properly and safely, so please read it carefully. Thanks.


1.machine display
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       Picture 3[image: descript][image: descript]                                 Picture 4









2.machine installation
Step 1：prepare all received mounting parts
[image: ]
[image: 成都小吃]



Step 2：Remove the transportation protection red screw on the bottom of the machine (as shown)
[image: descript]
After folding (as shown)
NOTE: Keep the 2 bolts and wrench for future use. If you are transporting the machine over long distances, you must lock the red set screws back in place.









Step 3: installation of membrance  
[image: ]
Parts and tools needed (to put the membrane in from the long end) [image: 904f8d32670151a02b30d1918efa5bc]
Place into the membrane [image: IMG_256]
Use the tool to tighten



Step 3: Mounting Bracket         [image: ]
Use screws to mount the two side brackets         [image: 成都小吃]
Accessories marked in red are required

  [image: ]
Put in the three brackets and tighten them with screws

       [image: 成都小吃]
Accessories marked in red are required


  [image: descript]
Cut the front part of the film into a V-shape
 
[image: descript][image: descript]Pull the film and place it on the bracket         Put the film into the molding machine 

Turn the handle to the left to open the pulley. [image: IMG_256]
put into the membrance
[image: IMG_256]
Close the pulley 
[image: IMG_256]
Close the pulley


2.machine use 
step 1:combination the filling machine and packing machine
[image: descript]  [image: descript]
Put on the filling machine              Alignment of the downcomer to the formers
[image: descript]  [image: descript]
Connecting the packer and dispenser cables       Accessories marked in red are required

[image: IMG_256] [image: IMG_256]
Power cord to connect the packaging machine to the dispenser     Plug in the power cord.
[image: ]
Accessories marked in red are required

Step 2: Switching on and off of packaging and dispensing machines
[image: IMG_256] 
Filling machine switch               Packaging machine switch

Setting PC board parameters
[image: IMG_256]
Key Description
1. ① +: Increase the top sealing temperature
2. ② -: Decrease the upper sealing temperature
3. ③ Stop: pause the machine operation
4. ④ Stop: suspend machine operation ④ Run: suspend machine operation
5. ⑤ +: Increase bag length
6. ⑥ -: Decrease bag length
7. ⑦ + : Increase the lower sealing temperature ←:
8. ⑧ -: decrease lower sealing temperature →:
9. ⑨ Function/Setting: Adjust the parameters
10. ⑩ Clear/Quantity:Zeroing the accumulated quantity
11. ⑪ Bag pulling: manually pull the bag
12. ⑫ Cutting bag: manually long press to cut the bag
13. [bookmark: _GoBack]⑬ switches: -: Turn on the machine O: Turn off the machine =:
⑭ Vibrate button: Vibrate the molding machine to prevent jamming.
⑮ lower temperature: display the lower sealing temperature
⑯ Quantity: display the number of packages
⑰ Upper temperature: display the upper sealing temperature
⑱ Length: length of the bag
4. Machine maintenance
1. After using the machine, clean up the residual materials in time.
2. When the machine is not in use, be sure to disconnect the power supply.
3. If the machine is to be transported over a long distance, be sure to lock the red fixing screws.
5.common breakdown
1. The machine is not energized: check whether the power cord is not connected to the power supply and whether the power switch is turned on.
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